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Catalogue 4401/UKE2

a  Water Hose

 4 Delivery Hose
FUCINO 10 - 20
Suitable for discharge of water and non-aggressive liquids for irrigation equipment and submersible 
pumps. It can be rolled ¯at for easy transport or storage. 

 PRESCORD N/R 6 - 10  
PRESS N/L 10  
Suitable for water discharge in many industrial and agricultural applications. 

PRESS NR/L 12  
Suitable for discharge of water and non-aggressive liquids in many industrial and agricultural 
applications. 

IDRO 10 
WATER NR 10
Recommended for water and non-aggressive liquid discharge services, particularly for agricultural uses. 

AQUAPRESS 15
Suitable for hot and cold water, air and light-chemical media.

 APERFLAT LY  
APERFLAT MB  
Suitable for delivery of water and non-aggressive liquids in agriculture and industrial applications

 4 Suction and Delivery Hose

BEVERA 10
Suitable for suction and delivery of water and non-aggressive liquids. 

MULTIREX  
For suction and delivery of water in all light-medium-duty applications. 

MEDIREX SE  
For suction and delivery of water and  non aggressive liquids, for medium-duty applications at 
temperatures from -25 !C (-13 !F) to +60 !C (+140 !F). 

 4 Industrial Cooling
INGLAS 30  
Suitable for water delivery in foundries, steel and glass factories. Particularly designed to withstand 
radiation, short contacts with metal and glass liquid. 

 4 Tanker
TANK CLEANER  
Suitable for delivery of water, seawater and detergent solutions for the cleaning of fuel and oil tanks, 
road-tanker and ship tanks. 

 4 Snow

NEVE 50  
Used particularly in arti®cial snow producing equipment. 

 4 PVC Low Temperature

ARTIREX  
For suction and delivery of water and inert ¯uids, designed to be very ¯exible at  
low temperature -35 !C (-31 !F). 
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A
E

Water Hose a 
E ± Water Hose

Delivery
 FUCINO 10 - 20 4 E4
 PRESCORD N/R 6 - 10 4 E5
 PRESS N/L 10 4 E6
 PRESS NR/L 12 4 E7
 IDRO 10 4 E8
 WATER NR 10 4 E9
 AQUAPRESS 15  4 E10
 APERFLAT  LY  4 E11
 APERFLAT  MB  4 E12

Suction and Delivery
 BEVERA 10 4 E13
 MULTIREX 4 E14
 MEDIREX SE 4 E15

Industrial Cooling
 INGLAS 30 4 E16

Tanker
 TANK CLEANER  4 E17

Snow
 NEVE 50 4 E18

PVC Low Temperature
 ARTIREX 4 E19
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a  Water Hose
Delivery

RUBBER WATER HOSE FUCINO W.P. bar MADE IN ITALY  Parker ITR

Hose Construction
Tube:  Black, smooth SBR nitrosamine free 

rubber compound
Reinforcement: Synthetic textile fabrics
Cover: Black, abrasion, ageing and weather-

resistant SBR nitrosamine free rubber 
compound

Applications
Suitable for a variety of industrial applications, where 
a ¯exible and lightweight discharge hose for water and 
non-aggressive liquids are required. 
Speci®cally designed for irrigation equipment and 
submersible pumps. 
It can be rolled ¯at for easy transport or storage.

Temperature Range
-30 !C (-22 !F) to +80 !C  (+176 !F)

Tolerances
RMA steel mandrel
On inside diameter:
�a��I.D. 38 mm:  " 0,79 mm
> I.D. 38 mm:  " 1,59 mm
On outside diameter:
�a��I.D. 102 mm:  " 1,59 mm
> I.D. 102 mm:  " 2,38 mm
Length tolerance:   " 1 %

FUCINO 10 - 20

FUCINO 10
IH36203251/40 25 31 1,0 150,0 10 3,0 450,0 30 0,38 ±
IH36203252/40 30 36 1,0 150,0 10 3,0 450,0 30 0,45 ±
IH36203253/40 32 38 1,0 150,0 10 3,0 450,0 30 0,47 ±
IH36203254/40 35 41 1,0 150,0 10 3,0 450,0 30 0,51 ±
IH36203240/40 38 45 1,0 150,0 10 3,0 450,0 30 0,65 ±
IH36203255/40 40 47 1,0 150,0 10 3,0 450,0 30 0,68 ±
IH36203256/40 45 52 1,0 150,0 10 3,0 450,0 30 0,75 ±
IH36203257/40 50 57 1,0 150,0 10 3,0 450,0 30 0,83 ±
IH36203260/40 51 58 1,0 150,0 10 3,0 450,0 30 0,84 ±
IH36203258/40 60 67 1,0 150,0 10 3,0 450,0 30 0,99 ±
IH36203264/40 63,5 70,5 1,0 150,0 10 3,0 450,0 30 1,04 ±
IH36203259/20 70 77 1,0 150,0 10 3,0 450,0 30 1,12 ±
IH36201101/20 75 82 1,0 150,0 10 3,0 450,0 30 1,20 ±
IH36203265/20 76 83 1,0 150,0 10 3,0 450,0 30 1,21 ±
IH36203261/20 80 87 1,0 150,0 10 3,0 450,0 30 1,27 ±
IH36203262/20 90 97 1,0 150,0 10 3,0 450,0 30 1,42 ±
IH36203263/20 100 108 1,0 150,0 10 3,0 450,0 30 1,78 ±
IH36203284/20 102 110 1,0 150,0 10 3,0 450,0 30 1,82 ±
IH36203267/20 120 128 1,0 150,0 10 3,0 450,0 30 2,12 ±
IH36200109/20 150 160 1,0 150,0 10 3,0 450,0 30 3,29 ±

FUCINO 20
IH36203276/40 50 58 2,0 300,0 20 6,0 900,0 60 0,94 ±
IH36203278/40 60 68 2,0 300,0 20 6,0 900,0 60 1,10 ±
IH36203279/20 75 86 2,0 300,0 20 6,0 900,0 60 1,92 ±
IH36203280/20 80 91 2,0 300,0 20 6,0 900,0 60 2,05 ±
IH36203281/20 90 103,5 2,0 300,0 20 6,0 900,0 60 2,68 ±
IH36203282/20 100 113 2,0 300,0 20 6,0 900,0 60 2,97 ±
IH36203283/20 120 133 2,0 300,0 20 6,0 900,0 60 3,52 ±

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm
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E

Water Hose a Delivery

RUBBER HOSE PRESCORD W.P. bar MADE IN ITALY  Parker  ITR 

Hose Construction
Tube:  Black, smooth SBR nitrosamine free 

rubber compound
Reinforcement: Synthetic textile yarns
Cover: Black (N), ribbed (/R), abrasion, 

ageing and weather-resistant, SBR/
EPDM nitrosamine free  
rubber compound

Applications
Suitable for discharge of water and non-aggressive 
liquids in many industrial and agricultural applications.

Temperature Range
-30 !C (-22 !F) to +80 !C (+176 !F)

Tolerances
According to UNI EN ISO 1307/97
On inside diameter:
�a��I.D. 5 m:  " 0,60 mm
I.D. 6 - 20 mm:  " 0,80 mm
I.D. 22 - 25 mm:  " 1,20 mm
> I.D. 25 mm:  " 1,60 mm
Length tolerance:   " 1 %

PRESCORD N/R 6 - 10

PRESCORD N/R 6 
IH30112129/100 8 13 0,6 90,0 6 1,8 270,0 18 0,12 50
IH30112140/100 10 15 0,6 90,0 6 1,8 270,0 18 0,14 60
IH30112106/100 12 17 0,6 90,0 6 1,8 270,0 18 0,17 70
IH30112139/100 15 21 0,6 90,0 6 1,8 270,0 18 0,25 90
IH30112107/50 18 25 0,6 90,0 6 1,8 270,0 18 0,35 110
IH30112108/50 20 28 0,6 90,0 6 1,8 270,0 18 0,46 120
IH30112131/50 22 30 0,6 90,0 6 1,8 270,0 18 0,49 130
IH30112133/50 25 33 0,6 90,0 6 1,8 270,0 18 0,54 150

PRESCORD N/R 10
IH30112111/100 5 10,5 1,0 150,0 10 3,0 450,0 30 0,10 30
IH30112112/100 6 13 1,0 150,0 10 3,0 450,0 30 0,16 40
IH30112115100 7 15 1,0 150,0 10 3,0 450,0 30 0,21 40
IH30116062/100 8 15 1,0 150,0 10 3,0 450,0 30 0,19 50
IH30112101/100 9 16 1,0 150,0 10 3,0 450,0 30 0,20 50
IH30116063/100 10 17 1,0 150,0 10 3,0 450,0 30 0,22 60
IH30112103/100 12 19 1,0 150,0 10 3,0 450,0 30 0,26 70
IH30112104/100 15 23 1,0 150,0 10 3,0 450,0 30 0,36 90
IH30112136/50 18 26 1,0 150,0 10 3,0 450,0 30 0,42 110
IH30112137/50 19 29 1,0 150,0 10 3,0 450,0 30 0,57 110
IH30112138/50 20 30 1,0 150,0 10 3,0 450,0 30 0,59 120
IH30112132/50 22 32 1,0 150,0 10 3,0 450,0 30 0,64 130
IH30112134/50 25 35 1,0 150,0 10 3,0 450,0 30 0,71 150
IH30116066/50 30 42 1,0 150,0 10 3,0 450,0 30 1,00 180

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm
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a  Water Hose

RUBBER HOSE PRESS 10 bar MADE IN ITALY  Parker ITR 

Hose Construction
Tube:  Black, smooth SBR nitrosamine free 

rubber compound
Reinforcement:  Synthetic textile yarns
Cover:  Black (N), smooth (/L), abrasion, 

ageing and weather-resistant  
SBR/EPDM nitrosamine free  
rubber compound

Applications
Suitable for discharge of water and non-aggressive 
liquids in many industrial and agricultural applications. 

Temperature Range
-30 !C (-22 !F) to + 80 !C (+176 !F)

Tolerances
According to UNI EN ISO 1307/97
On inside diameter:
�a��I.D. 5 mm:  " 0,60 mm
I.D. 8 - 20 mm:  " 0,80 mm
I.D. 22 - 25 mm:  " 1,20 mm
> I.D. 25 mm:  " 1,60 mm
Length tolerance:   " 1 %

Delivery

PRESS �   N/L 10 

IH30102102/100 5 10,5 1,0 150,0 10 3,0 450,0 30 0,10 30
IH30101001/100 8 15 1,0 150,0 10 3,0 450,0 30 0,19 50
IH30101002/100 10 15 1,0 150,0 10 3,0 450,0 30 0,15 60
IH30101003/100 10 17 1,0 150,0 10 3,0 450,0 30 0,22 60
IH30101004/100 12 17 1,0 150,0 10 3,0 450,0 30 0,17 70
IH30101005/100 13 19 1,0 150,0 10 3,0 450,0 30 0,23 80
IH30101006/100 15 21 1,0 150,0 10 3,0 450,0 30 0,25 90
IH30101007/100 16 23 1,0 150,0 10 3,0 450,0 30 0,32 100
IH30101008/80 19 26 1,0 150,0 10 3,0 450,0 30 0,37 110
IH30101009/80 20 30 1,0 150,0 10 3,0 450,0 30 0,59 120
IH30101010/80 22 30 1,0 150,0 10 3,0 450,0 30 0,49 130
IH30101011/50 25 33 1,0 150,0 10 3,0 450,0 30 0,55 150
IH30101012/50 25 35 1,0 150,0 10 3,0 450,0 30 0,70 150
IH30101013/40 30 42 1,0 150,0 10 3,0 450,0 30 1,00 180
IH30101014/40 32 44 1,0 150,0 10 3,0 450,0 30 1,07 190

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm
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Hose Construction
Tube:  Black, smooth SBR nitrosamine 

free rubber compound
Reinforcement: Synthetic textile yarns
Cover: Red (NR), smooth (/L), abrasion, 

ageing and weather-resistant  
SBR/EPDM nitrosamine free  
rubber compound

Applications
Suitable for discharge of water and non-aggressive 
liquids in many industrial and agricultural applications.

Temperature Range
-30 !C (-22 !F) to +80 !C (+176 !F)

Tolerances
According to UNI EN ISO 1307/97
On inside diameter:
I.D. 13 - 19 mm:  " 0,80 mm
I.D. 25 mm:  " 1,20 mm
Length tolerance:   " 1 %

Delivery

PRESS �   NR/L 12 

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

IH30111460/40 13 19 1,2 174,0 12 3,6 522,0 36 0,24 80
IH30111461/40 16 23 1,2 174,0 12 3,6 522,0 36 0,34 100
IH30111474/40 16 24 1,2 174,0 12 3,6 522,0 36 0,40 100
IH30111462/40 19 26 1,2 174,0 12 3,6 522,0 36 0,40 110
IH30111475/40 19 27 1,2 174,0 12 3,6 522,0 36 0,46 110
IH30111477/40 25 33 1,2 174,0 12 3,6 522,0 36 0,58 150

RUBBER HOSE PRESS 12 bar MADE IN ITALY  Parker ITR
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a  Water Hose

RUBBER WATER HOSE  IDRO 10 bar MADE IN ITALY  Parker ITR

Hose Construction
Tube:  Black, smooth SBR nitrosamine free 

rubber compound
Reinforcement: Synthetic textile fabrics
Cover: Black: abrasion, ageing and weather-

resistant SBR nitrosamine free 
rubber compound

Applications
Suitable for discharge of water and non-aggressive 
liquids, for agricultural uses, also in industrial facilities 
and on building sites.

Temperature Range
-30 !C (-22 !F) to +80 !C (+176 !F)

Delivery

IDRO 10

IDRO 10
IH36203000/40 25 34 1,0 150,0 10 3,0 450,0 30 0,63 250
IH36203001/40 28 37 1,0 150,0 10 3,0 450,0 30 0,69 280
IH36203002/40 30 41 1,0 150,0 10 3,0 450,0 30 0,92 300
IH36203003/40 32 44 1,0 150,0 10 3,0 450,0 30 1,07 320
IH36203004/40 35 48 1,0 150,0 10 3,0 450,0 30 1,26 350
IH36203005/40 38 52 1,0 150,0 10 3,0 450,0 30 1,46 380
IH36203006/40 40 54 1,0 150,0 10 3,0 450,0 30 1,52 400
IH36203007/40 42 56 1,0 150,0 10 3,0 450,0 30 1,59 420
IH36203008/40 45 61 1,0 150,0 10 3,0 450,0 30 2,00 450
IH36203009/40 48 64 1,0 150,0 10 3,0 450,0 30 2,11 480
IH36203010/40 50 68 1,0 150,0 10 3,0 450,0 30 2,49 500
IH36203011/40 60 82 1,0 150,0 10 3,0 450,0 30 3,63 600
IH36203013/20 70 93 1,0 150,0 10 3,0 450,0 30 4,34 700
IH36203015/20 80 103 1,0 150,0 10 3,0 450,0 30 4,88 800
IH36203017/20 100 125 1,0 150,0 10 3,0 450,0 30 6,33 1000

IDRO L 10
IH36203087/40 19 29 1,0 150,0 10 3,0 450,0 30 0,58 ±
IH36203090/40 35 47 1,0 150,0 10 3,0 450,0 30 1,17 ±
IH36203092/40 38 50 1,0 150,0 10 3,0 450,0 30 1,20 ±
IH36203012/40 45 59 1,0 150,0 10 3,0 450,0 30 1,72 ±
IH36201004/40 48 61 1,0 150,0 10 3,0 450,0 30 1,68 ±
IH36203109/40 50 64 1,0 150,0 10 3,0 450,0 30 1,83 ±
IH36203100/40 50 66 1,0 150,0 10 3,0 450,0 30 2,18 ±
IH36203101/40 60 76 1,0 150,0 10 3,0 450,0 30 2,54 ±
IH36203110/40 63,5 78 1,0 150,0 10 3,0 450,0 30 2,03 ±
IH36203111/20 75 89 1,0 150,0 10 3,0 450,0 30 2,65 ±
IH36203103/20 75 91 1,0 150,0 10 3,0 450,0 30 2,95 ±
IH36203105/20 90 104 1,0 150,0 10 3,0 450,0 30 3,10 ±
IH36203106/20 100 114 1,0 150,0 10 3,0 450,0 30 3,41 ±
IH36203107/20 110 125 1,0 150,0 10 3,0 450,0 30 4,01 ±
IH36203108/20 120 136 1,0 150,0 10 3,0 450,0 30 4,57 ±

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

Suction
����I.D. 80 mm:  medium suction 0,5 bar (380 mm Hg)
�q I.D. 80 mm:  light suction 0,3 bar (230 mm Hg)
Type IDRO L:  suitable only for delivery

Tolerances
RMA steel mandrel
On inside diameter:
�a��I.D. 38 mm:  " 0,79 mm
> I.D. 38 mm:  " 1,59 mm
On outside diameter:
I.D. 25 - 100 mm:  " 1,59 mm
> I.D. 100 mm:  " 2,38 mm
Length tolerance:   " 1 %
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Hose Construction
Tube:  Black, smooth SBR nitrosamine free 

rubber compound
Reinforcement: Synthetic textile fabrics
Cover: Red, smooth SBR nitrosamine 

free rubber compound, resistant to 
abrasion, ageing and weathering

Applications
Suitable for discharge of water and non-aggressive 
liquids in many industrial and agricultural applications.

Temperature Range
-30 !C (-22 !F) to +70 !C (+158 !F)

Tolerances
RMA steel mandrel
On inside diameter:
�a��I.D. 38 mm:  " 0,79 mm
> I.D. 38 mm:  " 1,59 mm
On outside diameter:
�a��I.D. 19 mm:  " 0,79 mm
I.D. 25 - 100 mm:  " 1,59 mm
> I.D. 100 mm: " 2,38 mm
Length tolerance:   " 1 %

Delivery

WATER NR 10

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

IH36202185/40 32 42 1,0 150,0 10 3,0 450,0 30 0,84 ±
IH36203622/40 38 48 1,0 150,0 10 3,0 450,0 30 0,95 ±
IH36203619/40 45 55 1,0 150,0 10 3,0 450,0 30 1,11 ±
IH36203620/40 50 60 1,0 150,0 10 3,0 450,0 30 1,22 ±
IH36203623/40 63,5 73,5 1,0 150,0 10 3,0 450,0 30 1,52 ±
IH36203625/20 75 86 1,0 150,0 10 3,0 450,0 30 1,96 ±

RUBBER WATER HOSE 10 bar MADE IN ITALY  Parker ITR
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a  Water Hose

AQUAPRESS 15
Hose Construction
Tube:  Black, smooth EPDM/SBR 

nitrosamine free rubber compound
Reinforcement: Synthetic textile yarns
Cover: Black, with four longitudinal coloured 

stripes (yellow), smooth, abrasion, 
heat, ageing and weathering resistant 
EPDM/SBR nitrosamine free rubber 
compound

Applications
Suitable for discharge of hot and cold water, and light-
chemical medias in many industrial and agricultural 
applications.

Temperature Range
-30 !C (-22 !F) to +100 !C (+212 !F)

Tolerances
According to UNI EN ISO 1307/97
On inside diameter:
�a��I.D. 5 m:  " 0,60 mm
I.D. 5,1 - 20 mm:  " 0,80 mm
I.D. 20,1 - 25 mm:  " 1,20 mm
> I.D. 25 mm:  " 1,60 mm
Length tolerance:   " 1 %

IH30111520/100 10 17 1,5 217,5 15 4,5 652,5 45 0,226 80
IH30111521/100 13 19 1,5 217,5 15 4,5 652,5 45 0,23 100
IH30111522/100 16 23 1,5 217,5 15 4,5 652,5 45 0,328 130
IH30111523/80 19 26 1,5 217,5 15 4,5 652,5 45 0,38 150
IH30111524/50 25 33 1,5 217,5 15 4,5 652,5 45 0,558 200

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

Delivery

RUBBER HOSE AQUAPRESS 15 bar MADE IN ITALY  Parker ITR
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APERFLAT LY DIAM. I.D. mm Parker ITR

Hose Construction
Tube:  Black, smooth PVC
Reinforcement: Synthetic textile yarns
Cover: Yellow, highly abrasion and 

weather-resistant smooth PVC

Applications
Light-duty, ¯at wrappable hose occupying a minimum 
amount of space, suitable for delivery under pressure 
of water and non-aggressive liquids in agriculture, 
in the building industry, in mining and in industry in 
general.

Temperature Range
-15 !C (+5 !F) to +60 !C (+140 !F)

Delivery

Tolerances
On inside diameter:
�a��I.D. 80 mm:  " 1,00 mm
I.D. 102 mm:  " 1,50 mm
Length tolerance:   " 1 %
All other technical data are subject to a " 5 % tolerance.

APERFLAT LY

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

IH35655025/100 25 ± 0,6 90,0 6 1,8 270,0 18 0,16 ±
IH35655032/100 32 ± 0,6 90,0 6 1,8 270,0 18 0,20 ±
IH35655038/100 38 ± 0,6 90,0 6 1,8 270,0 18 0,24 ±
IH35655040/100 40 ± 0,6 90,0 6 1,8 270,0 18 0,25 ±
IH35655051/100 51 ± 0,6 90,0 6 1,8 270,0 18 0,33 ±
IH35655063/100 63,5 ± 0,6 90,0 6 1,8 270,0 18 0,43 ±
IH35655076/100 76 ± 0,4 58,0 4 1,2 174,0 12 0,52 ±
IH35655080/100 80 ± 0,4 58,0 4 1,2 174,0 12 0,55 ±
IH35655102/100 102 ± 0,4 58,0 4 1,2 174,0 12 0,73 ±
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a  Water Hose

APERFLAT MB DIAM. I.D. mm Parker ITR

Hose Construction
Tube:  Black, smooth PVC
Reinforcement: Synthetic textile yarns
Cover: Blue, highly abrasion and weather-

resistant smooth PVC

Applications
Medium-duty, ¯at wrappable hose occupying a 
minimum amount of space, suitable for delivery 
under pressure of water and non-aggresive liquids in 
agriculture, in the building industry, in mining and in 
industry in general.

Temperature Range
-15 !C (+5 !F) to +60 !C (+140 !F)

Tolerances
On inside diameter:
�a��I.D. 100 mm:  " 1,00 mm
> I.D. 100 mm: " 1,50 mm
Length tolerance:   " 1 %
All other technical data are subject to a " 5 % tol erance.

Delivery

APERFLAT MB

IH35653020/100 20 ± 0,8 116,0 8 2,4 348,0 24 0,13 ±
IH35653025/100 25 ± 0,8 116,0 8 2,4 348,0 24 0,17 ±
IH35653032/100 32 ± 0,8 116,0 8 2,4 348,0 24 0,21 ±
IH35653035/100 35 ± 0,8 116,0 8 2,4 348,0 24 0,23 ±
IH35653038/100 38 ± 0,8 116,0 8 2,4 348,0 24 0,25 ±
IH35653040/100 40 ± 0,8 116,0 8 2,4 348,0 24 0,26 ±
IH35653045/100 45 ± 0,8 116,0 8 2,4 348,0 24 0,29 ±
IH35653050/100 50 ± 0,8 116,0 8 2,4 348,0 24 0,37 ±
IH35653060/100 60 ± 0,8 116,0 8 2,4 348,0 24 0,43 ±
IH35653063/100 63,5 ± 0,8 116,0 8 2,4 348,0 24 0,46 ±
IH35653070/100 70 ± 0,8 116,0 8 2,4 348,0 24 0,50 ±
IH35653075/100 75 ± 0,8 116,0 8 2,4 348,0 24 0,55 ±
IH35653080/100 80 ± 0,8 116,0 8 2,4 348,0 24 0,57 ±
IH35653090/100 90 ± 0,8 116,0 8 2,4 348,0 24 0,73 ±
IH35653100/100 100 ± 0,8 116,0 8 2,4 348,0 24 0,83 ±
IH35653150/100 150 ± 0,3 43,5 3 0,9 130,5 9 1,25 ±
IH35653200/100 200 ± 0,3 43,5 3 0,9 130,5 9 1,93 ±

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm
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RUBBER WATER HOSE BEVERA  W.P. bar  MADE IN ITALY  Parker ITR 

Suction and Delivery

Hose Construction
Tube:  Black, smooth SBR nitrosamine free 

rubber compound
Reinforcement: Synthetic textile fabrics and 

embedded steel wire helix
Cover: Black: abrasion, ageing and 

weather-resistant SBR nitrosamine 
free rubber compound

Applications
Suction and delivery of water and non-aggressive 
liquids. It is recommended for loading and discharge 
of storage tanks, tankers, for irrigation and for all 
applications where a ¯exible and easy to handle hose 
is required.

Temperature Range
-30 !C (-22! F) to +80 !C (+176 !F)

Suction
Max. 0,8 bar (600 mm Hg)

Tolerances
RMA steel mandrel 
On inside diameter:
�a��I.D. 38 mm:  " 0,79 mm
> I.D. 38 mm: " 1,59 mm
Length tolerance:   " 1 %

BEVERA 10

IH36214045/40 19 29 1,0 150,0 10 3,0 450,0 30 0,67 110
IH36214050/40 25 35 1,0 150,0 10 3,0 450,0 30 0,83 150
IH36214051/40 30 40 1,0 150,0 10 3,0 450,0 30 0,95 180
IH36214052/40 32 42 1,0 150,0 10 3,0 450,0 30 1,01 190
IH36214053/40 35 45 1,0 150,0 10 3,0 450,0 30 1,08 210
IH36214054/40 38 48 1,0 150,0 10 3,0 450,0 30 1,16 230
IH36214055/40 40 50 1,0 150,0 10 3,0 450,0 30 1,21 240
IH36214056/40 45 55 1,0 150,0 10 3,0 450,0 30 1,35 270
IH36214058/40 50 60 1,0 150,0 10 3,0 450,0 30 1,50 300
IH36214059/40 51 61 1,0 150,0 10 3,0 450,0 30 1,53 310
IH36214060/40 60 71 1,0 150,0 10 3,0 450,0 30 1,94 360
IH36214061/40 63,5 75 1,0 150,0 10 3,0 450,0 30 2,33 380
IH36214063/20 70 81,5 1,0 150,0 10 3,0 450,0 30 2,59 420
IH36214064/20 75 86,5 1,0 150,0 10 3,0 450,0 30 2,75 450
IH36214065/40 76 87,5 1,0 150,0 10 3,0 450,0 30 2,78 460
IH36214066/20 80 92,5 1,0 150,0 10 3,0 450,0 30 3,02 480
IH36214067/20 90 103,5 1,0 150,0 10 3,0 450,0 30 3,66 540
IH36214068/20 100 114 1,0 150,0 10 3,0 450,0 30 3,98 600
IH36214069/40 102 116 1,0 150,0 10 3,0 450,0 30 4,05 610
IH36214070/20 110 124 1,0 150,0 10 3,0 450,0 30 4,34 660
IH36214071/20 120 134 1,0 150,0 10 3,0 450,0 30 4,73 720
IH36211010/20 125 140 1,0 150,0 10 3,0 450,0 30 5,66 750
IH36211050/10 150 170 1,0 150,0 10 3,0 450,0 30 7,73 900
IH36211050/15 150 170 1,0 150,0 10 3,0 450,0 30 7,73 900

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm
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a  Water Hose
Suction and Delivery

Hose Construction
Flexible hose having an off-white, rigid PVC spiral 
embedded in a transparent green, ¯exible PVC wall.

Applications
For suction and delivery of water for irrigation, liquid 
fertilisers and general industrial uses.

Temperature Range
-10 !C (+14 !F) to +60 !C (+140 !F)

Suction
�a��I.D. 50 mm:  0,70 bar (530 mm Hg)
I.D.: 60 - 150 mm:  0,60 bar (450 mm Hg)

Tolerances
On inside diameter:
�a��I.D. 50 mm:  " 0,50 mm
> I.D. 50 mm:  " 1,00 mm 
On wall thickness:   " 0,50 mm 
Length tolerance:   " 1 %
All other technical data are subject to a " 5 % tol erance.

MULTIREX

IH35602019/50 19 3,0 0,7 101,5 7 2,1 304,5 21 0,20 60
IH35600020/50 20 3,0 0,7 101,5 7 2,1 304,5 21 0,21 60
IH35600025/50 25 3,0 0,7 101,5 7 2,1 304,5 21 0,29 90
IH35600030/50 30 3,1 0,6 87,0 6 1,8 261,0 18 0,35 90
IH35602032/50 32 3,2 0,6 87,0 6 1,8 261,0 18 0,37 95
IH35600035/50 35 3,5 0,6 87,0 6 1,8 261,0 18 0,43 105
IH35602038/50 38 3,6 0,6 87,0 6 1,8 261,0 18 0,49 115
IH35600040/50 40 3,7 0,6 87,0 6 1,8 261,0 18 0,51 120
IH35600045/50 45 4,0 0,5 72,5 5 1,5 217,5 15 0,57 135
IH35600050/50 50 4,0 0,5 72,5 5 1,5 217,5 15 0,73 150
IH35600060/50 60 4,2 0,5 72,5 5 1,5 217,5 15 0,96 180
IH35602065/50 65 4,3 0,5 72,5 5 1,5 217,5 15 1,20 300
IH35600070/50 70 4,5 0,4 58,0 4 1,2 174,0 12 1,23 315
IH35602075/50 75 4,6 0,4 58,0 4 1,2 174,0 12 1,47 340
IH35600080/50 80 4,7 0,4 58,0 4 1,2 174,0 12 1,57 360
IH35602090/25 90 4,8 0,4 58,0 4 1,2 174,0 12 1,92 415
IH35600100/25 100 5,0 0,4 58,0 4 1,2 174,0 12 2,11 450
IH35602110/25 110 5,4 0,4 58,0 4 1,2 174,0 12 2,56 500
IH35600120/25 120 5,8 0,4 58,0 4 1,2 174,0 12 2,69 540
IH35600150/25 150 6,5 0,3 43,5 3 0,9 130,5 9 3,85 675

Part Number /
Standard Length I.D. Wall Thickness Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

MULTIREX DIAM I.D. mm Parker ITR 
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A
E

Water Hose a Suction and Delivery

MEDIREX SE DIAM I.D. mm Parker ITR

Hose Construction
Flexible hose having an off-white, rigid PVC spiral 
embedded in a metallic green, ¯exible PVC wall.

Applications
For medium applications. Suction and pressure 
hose in many industry sectors, in construction, 
liquid ¯ow, conveying of pellets, etc. Resistant to 
many chemicals, brine and sea water, as well as to 
bending. The Super Elastic type, is specially suitable 
for application in cool conditions, also when max. 
¯exibility is required.

Temperature Range
-25 !C (-13 !F) to +60 !C (+140 !F)

Suction
�a��I.D. 35 mm:  0,90 bar (660 mm Hg)
I.D. 38 - 203 mm:  0,80 bar (590 mm Hg)

Tolerances
On inside /outside diameter:   " 4 %
Length tolerance:   " 1 %
All other technical data are subject to a " 5 % tol erance.

MEDIREX SE

Part Number /
Standard Length I.D. Wall Thickness Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

IH35587025/50 25 ± 0,8 116,0 8 2,4 348,0 24 0,55 165
IH35587030/50 30 ± 0,8 116,0 8 2,4 348,0 24 0,57 195
IH35587032/50 32 ± 0,8 116,0 8 2,4 348,0 24 0,64 205
IH35587035/50 35 ± 0,7 101,5 7 2,1 304,5 21 0,66 220
IH35587038/50 38 ± 0,7 101,5 7 2,1 304,5 21 0,70 235
IH35587040/50 40 ± 0,7 101,5 7 2,1 304,5 21 0,74 245
IH35587045/50 45 ± 0,7 101,5 7 2,1 304,5 21 0,90 271
IH35587051/50 51 ± 0,6 87,0 6 1,8 261,0 18 1,05 297
IH35587055/50 55 ± 0,6 87,0 6 1,8 261,0 18 1,10 323
IH35587060/50 60 ± 0,6 87,0 6 1,8 261,0 18 1,30 350
IH35587063/50 63 ± 0,6 87,0 6 1,8 261,0 18 1,40 367
IH35587070/50 70 ± 0,5 72,5 5 1,5 217,5 15 1,65 405
IH35587076/30 76 ± 0,45 65,25 4,5 1,35 195,75 13,5 1,75 438
IH35587080/30 80 ± 0,45 65,25 4,5 1,35 195,75 13,5 1,90 450
IH35587090/30 90 ± 0,4 58,0 4 1,2 174,0 12 2,17 503
IH35587102/30 102 ± 0,4 58,0 4 1,2 174,0 12 2,70 580
IH35587110/30 110 ± 0,3 43,5 3 0,9 130,5 9 3,10 608
IH35587120/30 120 ± 0,3 43,5 3 0,9 130,5 9 3,35 668
IH35587127/30 127 ± 0,3 43,5 3 0,9 130,5 9 3,60 705
IH35587152/20 152 ± 0,25 36,25 2,5 0,75 108,75 7,5 4,50 838
IH35587203/10 203 ± 0,15 21,75 1,5 0,45 65,25 4,5 8,75 1105
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a  Water Hose
Industrial Cooling

Hose Construction
Tube:  Black, smooth EPDM insulating 

rubber compound. Resistant to hot 
air and hot water

Reinforcement: Synthetic textile fabrics
Cover: Black, smooth, EPDM rubber 

compound, heat, abrasion and 
weather resistant, covered by  
protective glass ®ber

Applications
Suitable for cooling water delivery in foundries, 
steel and glass factories. Particularly designed to 
withstand short contacts with molten metal and 
glass.

Temperature Range
-40 !C (-40 !F) - maximum of +120 !C (+248 !F)
The cover withstands peaks of +375 !C (+707 !F)

Tolerances
On inside diameter:
�a��I.D. 38 mm:  " 0,79 mm
> I.D. 38 mm:  " 1,59 mm
Length tolerance:   " 1 %

INGLAS 30

IH42302702/40 10 20 1,0 150,0 10 3,0 450,0 30 0,27 80
IH42302704/40 13 23 1,0 150,0 10 3,0 450,0 30 0,33 105
IH42302706/40 13 26 1,0 150,0 10 3,0 450,0 30 0,47 105
IH42302708/40 15 27 1,0 150,0 10 3,0 450,0 30 0,48 120
IH42302710/40 19 31 1,0 150,0 10 3,0 450,0 30 0,56 155
IH42302716/40 25 39 1,0 150,0 10 3,0 450,0 30 0,88 200
IH42302718/40 32 48 1,0 150,0 10 3,0 450,0 30 1,23 255
IH42302720/40 35 51 1,0 150,0 10 3,0 450,0 30 1,31 280
IH42302726/40 38 58 1,0 150,0 10 3,0 450,0 30 1,89 300
IH42302728/40 40 57 1,0 150,0 10 3,0 450,0 30 1,49 320
IH42302732/40 42 60 1,0 150,0 10 3,0 450,0 30 1,69 340
IH42302724/40 45 62 1,0 150,0 10 3,0 450,0 30 1,71 360
IH42302738/40 48 68 1,0 150,0 10 3,0 450,0 30 2,00 380
IH42302740/40 51 69 1,0 150,0 10 3,0 450,0 30 2,05 400
IH42302742/40 51 71 1,0 150,0 10 3,0 450,0 30 2,22 400
IH42302748/40 53 73 1,0 150,0 10 3,0 450,0 30 2,40 420
IH42302752/40 60 81 1,0 150,0 10 3,0 450,0 30 2,70 480
IH42302754/40 65 87 1,0 150,0 10 3,0 450,0 30 3,21 520
IH42302758/40 85 116 1,0 150,0 10 3,0 450,0 30 5,47 680

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm
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E

Water Hose a Tanker

Hose Construction
Tube:  Black, smooth SBR nitrosamine 

free rubber compound
Reinforcement: Synthetic textile fabrics, 

embedded copper wires to 
provide electrical continuity 
between both ends

Cover: Black, smooth NBR/SBR rubber 
compound, resistant to abrasion, 
weather, detergent solutions and 
oily water

Applications
Suitable for delivery of water, sea-water and 
detergent solutions, for the cleaning of fuel and oil 
tanks, road-tankers, and ship-tanks. 

Temperature Range
-20 !C (-4 !F) to +90 !C (+194 !F)

Tolerances
RMA steel mandrel 
On inside diameter:  " 1,59 mm
On outside diameter:  " 1,59 mm
Length tolerance:   " 1 %

TANK CLEANER

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

IH36802000/40 38 52 1,5 217,5 15 6,0 900,0 60 1,32 300
IH36802002/40 40 60 1,5 217,5 15 6,0 900,0 60 2,11 320
IH36802001/40 50 70 1,5 217,5 15 6,0 900,0 60 2,46 400
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a  Water Hose
Snow

RUBBER HOSE NEVE 50 bar MADE IN ITALY  Parker ITR

Hose Construction
Tube:  Black, antistatic, EPDM 

nitrosamine free rubber compound
Reinforcement: Synthetic textile fabrics
Cover: Blue, EPDM nitrosamine free 

rubber compound, abrasion, 
ozone, heat and weather-resistant 

Applications
Specially designed for arti®cial snow equipment. 
Suitable also for air, cold and hot water and light 
chemical media.

Temperature Range
-40 !C (-40 !F) to + 100 !C (+212 !F)

Tolerances
RMA steel mandrel
On inside diameter:
�a��I.D. 38 mm:  " 0,79 mm
> I.D. 38 mm:  " 1,59 mm
On outside diameter:  " 1,59 mm
Length tolerance:   " 1 %

NEVE 50

IH36202208/40 25 39 5,0 725,0 50 15,0 2175,0 150 1,00 250
IH36202209/40 38 54 5,0 725,0 50 15,0 2175,0 150 1,56 380
IH36202210/40 50 70 5,0 725,0 50 15,0 2175,0 150 2,50 500

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm
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Water Hose a PVC Low Temperature 

Hose Construction
Extremely ¯exible hose in special soft PVC  
with a hard PVC shock resistant spiral. 
Standard colour: grey.

Applications
Suction and delivery hose for medium liquid loads. 
For medium applications in cold weather. 
Suction and pressure hose in many industry 
sectors e.g. construction, liquid ¯ow, etc.  
Resistant to many chemicals, brine and sea 
water, as well as to bending. Very good resistance 
to all atmospheric conditions.

Temperature Range
-35 !C (-31 !F) to +60 !C (+140 !F)

Suction
670 mm Hg

Tolerances
On inside /outside diameter:   " 4 %
Length tolerance:   " 1 %
All other technical data are subject to a " 5 % tol erance.

Note
The hose has been designed to be very ¯exible at cold 
temperature. If used at hot temperature at the highest  
allowed working pressure, a possible elongation has to 
be taken into consideration.

ARTIREX  DIAM I.D. mm Parker ITR 

ARTIREX

Part Number /
Standard Length I.D. O.D. Working Pressure Burst Pressure Weight min. Bend 

Radius
m mm mm MPa psi bar MPa psi bar kg/m mm

IH35531025/50 25 33 0,8 116,0 8 2,4 348,0 24 0,55 99
IH35531032/50 32 41 0,8 116,0 8 2,4 348,0 24 0,64 123
IH35531038/50 38 47 0,7 101,5 7 2,1 304,5 21 0,70 141
IH35531051/50 51 60 0,6 87,0 6 1,8 261,0 18 1,07 180
IH35531063/50 63 73 0,6 87,0 6 1,8 261,0 18 1,40 219
IH35531076/50 76 88 0,45 65,25 4,5 1,35 195,75 13,5 1,75 264
IH35531102/30 102 116 0,4 58,0 4 1,2 174,0 12 2,70 348


